product

Trinkwasser NW-6102B0O0271

Konstruktionsmerkmale
zweiteiliges Gehause, verschraubt
ausblassichere Schaltwelle
einstellbare Stopfbuchse
Innengewinde nach ISO 228-1
Entlastungsbohrung von DN25-DN50
Silikonfrei

Material

Gehause: Edelstahl 1.4408
Kugel: Edelstahl 1.4408
Kugeldichtung: PTFE
Spindeldichtung: PTFE

Griff: Edelstahl

Temperaturbereich
+65°C dauernd
+95°C kurzzeitig (1h)

Verwendung
Trinkwasserinstallation PN10

Bemerkung

Stopfbuchsmutter muf3 in zeitlichen Abstanden

nachgezogen werden.
Trinkwasserzulassung nach DIN EN 13828
und DVGW W 570

K21 DVGW-TW

DVGW-Trinkwasser-Kugelhahn

Design features

two - piece ball valve "screwed design”
blow out proof stem design

adjustable stem packing

female thread acc. to ISO 228-1

vent bore from DN25-DN50

free of silicone

material

body: stainless steel 1.4408
ball: stainless steel 1.4408
ball seal PTFE

stem packing: PTFE

handle: stainless steel

working temperature
+65°C permanent
+95°C momentary (1h)

suitable for
tube system for drinking water PN10

remark
gland nut must be adjusted in intervals

einfach. gut. beraten.

drinking water registrated acc. to DIN EN 13828

and DVGW W 570
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Druck-Temperaturdiagramm / pressure-temperature diagram
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Abmessungen / Dimensions
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i = nutzbare Gewindetiefe / usable length of thread
DN LW PN/bar | DISO 7-1 i t L (+/-2) g H1~ R SW Gewicht (kg)
8 9 10 Rp 1/4" 8,5 10 40 M6 37 81 20 | 6kant 0,128
10 9 10 Rp 3/8" 8,5 10 40 M6 37 81 20 | 6kant 0,118
15 14 10 Rp 1/2" 10 | 115 50 M8 43 101 25 | 8kant 0,184
20 19 10 Rp 3/4" 11 | 12,5 60 M8 47 101 31 | 8kant 0,308
25 24 10 Rp 1" 13 | 14,5 68 M10 | 56 121 38 | 8kant 0,458
32 30 10 Rp 5/4" 14 | 15,5 80 M10 | 61 121 48 | 8kant 0,738
40 38 10 Rp 6/4" 16 | 17,5 94 M12 | 76 158 54 | 8kant 1,235
50 47 10 Rp 2" 17 18,5 106 M12 84 158 66 8kant 1,97
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