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SUCTION SCREENS
SKAE

CARATTERISTICHE TECNICHE
/ Rete: acciaio inox Aisi 304 o Aisi 316
/ Manicotto: acciaio inox Aisi 304 o Aisi 316
/ Connessione filettata: maschio UNI ISO 228/1
/ Grado di filtrazione:
U.S. mesh: 18 (da 3/8" a 2")
U.S. mesh: 10 (da 2" 1/2 a 4")

TECHNICAL FEATURES:
/ Net-filter: stainless steel Aisi 304 or Aisi 316
/ Coupling: stainless steel Aisi 304 or Aisi 316
/ Threaded end: gas male UNI ISO 228/1
/ Filtration:

U.S. mesh: 18 (from 3/8" to 2")

U.S. mesh: 10 (from 2" 1/2 to 4")
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DIMENSIONI E PESI / DIMENSIONS AND WEIGHTS

Dimensioni in mm

Misura DN Dimensions in mm Peso in gr
Size Weight in gr
H M 2D 2d
3/8" 8 55 15 19 1 12 MISURA/SIZE
1/2” 15 55 15 22 1 15 |
3/4” 20 62 15 28 1 25 < ‘ ‘ ‘
L
1" 25 71 15 36 1 34 ———
I
1"1/4 32 80 20 43 1 52
T |
1"1/2 40 90 20 49 1 62 ‘
2" 50 101 20 60 1 86 ‘ Dettaglio foro
i Hole detail
2" 1/2 65 111 25 79 1.8 135 !
I
3’ 80 125 25 92 1.8 168
4" 100 144 25 115 1.8 253
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